
H0850505-00

H0-850505-00

H0 ENTRY PORT
2" LEAD WITH 2.5" I.D. HOLE

.1 [2.5]

.01 [0.25]

.005 [0.13]

.25°

MILL

1/2:1

D1 1

   corcuera 4/9/97

J. CHANG 6/9/97

CORCUERA/CHANG4/9/97

J. CHANG 6/9/97

D. SHU 6/12/97

T. KUZAY 6/25/97

CUT-OUT TO OUTER STEEL

R1.25[R31.75] @ 5° ANGLE

12.25[311.15]

3.12[79.37](

AND 114, ANS N43.2 AND DOE ORDER 5480.11
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
WITH FEDERAL SPECIFICATION -QQL201.  HUTCH SHALL MEET ALL APPLICABLE
DETRIMENTAL DEFECTS.  MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
SHEET.  FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

2X
2.55[64.72]

 2 (TWO) REQ. [FOR TOP & BOTTOM DETAIL]

5.38[136.53]

3.94[100.01]

2.50[63.50]

)

4X R.25

6X Ø5/8 THRU

2X

2X

2X

2X

NOTE:

12GA. SHT. COVER 
BOTH SIDE - WELDED

2X ANGLE1x3.12x1/8 

1.56[39.62]

3.12[79.25]

8.31[211.07]

6.25[158.75]

1.00[25.40]

6.13[155.58]

TYP

SEE DETAIL # 1

2.88[73.03] 0.63[16.00]

2.88[73.03]

12GA. SHT SHELL

SEE DETAIL # 2

( )

2.00[50.80]

0.13[3.18]

0.68[17.35]

4.00[101.47]

 DETAIL # 1

2.00[50.80]

 DETAIL # 2
CUT TO LENGHT TO FIT

24GA. SHT SHELL

LEAD INSERT

2.25[57.15]

CUT-OUT TO LEAD ONLY
R1.31[R33.27] @ 5° ANGLE

LEAD

4.25[107.95]

 

5°

(MAKE ASSEMBLY BEFORE DRILLING HOLE @ 5° ANGLE)

1.12[28.57]

 VIEW THRU CENTER OF HOLE

*
- FOR REFERENCE ONLY

WILL BE FINALIZED IN THE FUTURE*


